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SPECIFICATIONS

Operating Voltage

Motor Power Rating
Start Time
Operating Position

Universal Mounting
Bracket

110 - 270 VAC,

Single Phase

up to 5 hp

0.5 +/- 0.1 seconds
Non-positional
mounting.

Allows for easy
installation.

Unused portions of
the bracket simply
snap-off with pliers.

Terminals Screw or push-on.
Adapters to convert
screw-on to push-on

. are provided. B
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Wire to Wire Replacement for
virtually ALL potential relays.
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[image: image2.jpg]The SUPR is a relay designed to be a wire-by-wire
universal replacement for virtually any potential
relay on the market. It can be used on any single
split phase motor or refrigeration hermetic
compressorupto5H.P

 Reduces Inventory

» Wire to Wire Replacement for virtually ALL
potential relays.

* Recycles instantly
* Replaces both 3 and 5 terminal potential relays

* Accommodates screw on or push on
connections.

 Dimensions identical to industry standard
potential relays.

* Easy replacement mounting with universal
mounting bracket.

« Start winding protection if motor does not
start.

* Prevents start capacitor venting, when
motor doesn’t start.

SUPR Typical Wiring Diagrams
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Basic Wiring

FEATURES

 Replaces wire-by-wire virtually any potential relay
on the market.

* Recycles instantly.

* Replaces both 3 and 5 terminal potential relays

» SUPR has dimensions identical to the industry
standard potential relay.

* Universal bracket allows using the existing
mounting of the potential relay being replaced.

* Provides additional protection to the start winding
by disconnecting it from power after 0.5 seconds
if the motor does not start.

* Prevents the start capacitor from venting by
disconnecting it from the circuit after 0.5 seconds.

Operating Voltage: ~ 110-270 VAC, Single Phase

Motor Power Rating: Up to 5H.P

Start time: 0.5 +/- 0.1 seconds.

Operating Position:  Non-positional mounting.

Universal Mounting

Bracket: Allows for easy installation.
Unused portions of the
bracket simply snap-off with
pliers.

Terminals: Screw or Push-on Adapters
to convert screw-on to pushj
on are provided.
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Wiring with Thermostat and Overload




